
CPU

product: AMD Athlon(tm) II X2 240 Processor
vendor: Advanced Micro Devices [AMD]
bus info: cpu@0
version: AMD Athlon(tm) II X2 240 Processor
serial: To Be Filled By O.E.M.
slot: CPUSocket
size: 2813MHz
width: 64 bits
clock: 200MHz
capabilities:

mathematical co-processor,
FPU exceptions reporting,
wp,
virtual mode extensions,
debugging extensions,
page size extensions,
time stamp counter,
model-specific registers,
4GB+ memory addressing (Physical Address Extension),
machine check exceptions,
compare and exchange 8-byte,
on-chip advanced programmable interrupt controller (APIC),
memory type range registers,
page global enable,
machine check architecture,
conditional move instruction,
page attribute table,
36-bit page size extensions,
clflush,
multimedia extensions (MMX),
fast floating point save/restore,
streaming SIMD extensions (SSE),
streaming SIMD extensions (SSE2),
HyperThreading,
fast system calls,
no-execute bit (NX),
multimedia extensions (MMXExt),
fxsr_opt,
pdpe1gb,
rdtscp,
64bits extensions (x86-64),
multimedia extensions (3DNow!Ext),
multimedia extensions (3DNow!),
constant_tsc,
rep_good,
nonstop_tsc,
extd_apicid,
pni,
monitor,
cx16,



popcnt,
lahf_lm,
cmp_legacy,
svm,
extapic,
cr8_legacy,
abm,
sse4a,
misalignsse,
3dnowprefetch,
osvw,
ibs,
skinit,
wdt

System Memory /0/e

��

slot: System board or motherboard
size: 4GiB

RAM-Memory /0/4

product: MCP78S [GeForce 8200] Memory Controller [10DE:754]

vendor: nVidia Corporation [10DE]

bus info: pci@0000:00:00.0

version: a2

width: 32 bits

clock: 66MHz (15ns)

capabilities:

HyperTransport,

bus mastering,

PCI capabilities listing

configuration:

latency: 0

�

this device hasn't been claimed



ISA bridge

�

product: MCP78S [GeForce 8200] LPC Bridge [10DE:75C]

vendor: nVidia Corporation [10DE]

bus info: pci@0000:00:01.0

version: a2

width: 32 bits

clock: 66MHz

capabilities:

isa,

bus mastering

configuration:

latency: 0

resources:

ioport: 2f00(size=256)

SMBus /0/1.1

�

Product: MCP78S [GeForce 8200] SMBus [10DE:752]

vendor: nVidia Corporation [10DE]

bus info: pci@0000:00:01.1

version: a1

width: 32 bits

clock: 66MHz

capabilities:

Power Management,

PCI capabilities listing

configuration:

driver: nForce2_smbus

latency: 0

resources:

irq: 10

ioport: 2900(size=64)

ioport: 2d00(size=64)

ioport: 2e00(size=64)



RAM memory /0/1.2

product: MCP78S [GeForce 8200] Memory Controller [10DE:751]

vendor: nVidia Corporation [10DE]

bus info: pci@0000:00:01.2

version: a1

width: 32 bits

clock: 66MHz (15ns)c

configuration:

latency: 0

Co-processor /0/1.3

product: MCP78S [GeForce 8200] Co-Processor [10DE:753]

vendor: nVidia Corporation [10DE]

bus info: pci@0000:00:01.3

version: a2

width: 32 bits

clock: 66MHz

capabilities:

bus mastering

configuration:

latency: 0

maxlatency: 1

mingnt: 3

resources:

memory: f8e80000-f8efffff

this device hasn't been claimed

RAM memory /0/1.4R

product: MCP78S [GeForce 8200] Memory Controller [10DE:568]

vendor: nVidia Corporation [10DE]

bus info: pci@0000:00:01.4

version: a1

width: 32 bits



clock: 66MHz (15ns)

�

configuration:

latency: 0

�

this device hasn't been claimed

USB Controller /0/2

�

product: MCP78S [GeForce 8200] OHCI USB 1.1 Controller [10DE:77B]

vendor: nVidia Corporation [10DE]

bus info: pci@0000:00:02.0

version: a1

width: 32 bits

clock: 66MHz

capabilities:

Power Management,

Open Host Controller Interface,

bus mastering,

PCI capabilities listing

configuration:

driver: ohci_hcd

latency: 0

maxlatency: 1

mingnt: 3

resources:

irq: 20

memory: f8e7f000-f8e7ffff

USB Controller /0/2.1

product: MCP78S [GeForce 8200] EHCI USB 2.0 Controller [10DE:77C]

vendor: nVidia Corporation [10DE]

bus info: pci@0000:00:02.1

version: a1

width: 32 bits



clock: 66MHz

capabilities:

Debug port,

Power Management,

Enhanced Host Controller Interface (USB2),

bus mastering,

PCI capabilities listing

configuration:

driver: ehci_hcd

latency: 0

maxlatency: 1

mingnt: 3

resources:

irq: 22

memory: f8e7ec00-f8e7ecff

USB Controller /0/5

product: MCP78S [GeForce 8200] OHCI USB 1.1 Controller [10DE:77D]

vendor: nVidia Corporation [10DE]

bus info: pci@0000:00:04.0

version: a1

width: 32 bits

clock: 66MHz

capabilities:

Power Management,

Open Host Controller Interface,

bus mastering,

PCI capabilities listing

configuration:

driver: ohci_hcd

latency: 0

maxlatency: 1

mingnt: 3

resources:

irq: 23

memory: f8e7d000-f8



USB Controller /0/4.1

Product: MCP78S [GeForce 8200] EHCI USB 2.0 Controller [10DE:77E]

vendor: nVidia Corporation [10DE]

bus info: pci@0000:00:04.1

version: a1

width: 32 bits

clock: 66MHz

capabilities:

Debug port,

Power Management,

Enhanced Host Controller Interface (USB2),

bus mastering,

PCI capabilities listing

configuration:

driver: ehci_hcd

latency: 0

maxlatency: 1

mingnt: 3

resources:

irq: 21

memory: f8e7e800-f8e7e8ff

IDE interface /0/6

product: MCP78S [GeForce 8200] IDE [10DE:759]

vendor: nVidia Corporation [10DE]

bus info: pci@0000:00:06.0

logical name: scsi6

version: a1

width: 32 bits

clock: 66MHz

capabilities:

ide,

Power Management,

bus mastering,

PCI capabilities listing,

Emulated device



configuration:

driver: pata_amd

latency: 0

maxlatency: 1

mingnt: 3

resources:

irq: 0

ioport: 1f0(size=8)

ioport: 3f6

ioport: 170(size=8)

ioport: 376

ioport: ffa0(size=16)

Audio device /0/7

product: MCP72XE/MCP72P/MCP78U/MCP78S High Definition Audio [10DE:774]

vendor: nVidia Corporation [10DE]

bus info: pci@0000:00:07.0

version: a1

width: 32 bits

clock: 66MHz

capabilities:

Power Management,

Message Signalled Interrupts,

HyperTransport,

bus mastering,

PCI capabilities listing

configuration:

driver: HDA Intel

latency: 0

maxlatency: 5

mingnt: 2

resources:

irq: 20

memory: f8e78000-f8e7bfff



PCI bridge /0/8

product: MCP78S [GeForce 8200] PCI Bridge [10DE:75A]

vendor: nVidia Corporation [10DE]

bus info: pci@0000:00:08.0

version: a1

width: 32 bits

clock: 66MHz

capabilities:

pci,

HyperTransport,

subtractive_decode,

bus mastering,

PCI capabilities listing

SATA controller /0/9

product: MCP78S [GeForce 8200] AHCI Controller [10DE:AD4]

vendor: nVidia Corporation [10DE]

bus info: pci@0000:00:09.0

logical name: scsi4

logical name: scsi5

version: a2

width: 32 bits

clock: 66MHz

capabilities:

storage,

Power Management,

Message Signalled Interrupts,

HyperTransport,

ahci_1.0,

bus mastering,

PCI capabilities listing,

Emulated device

configuration:

driver: ahci

latency: 0

maxlatency: 1



mingnt: 3

resources:

irq: 28

ioport: c480(size=8)

ioport: c400(size=4)

ioport: c080(size=8)

ioport: c000(size=4)

ioport: bc00(size=16)

memory: f8e76000-f8e77fff

Ethernet interface /0/a

product: MCP77 Ethernet [10DE:760]

vendor: nVidia Corporation [10DE]

bus info: pci@0000:00:0a.0

logical name: eth0

version: a2

serial: 00:25:22:22:95:0e

size: 100MB/s

capacity: 1GB/s

width: 32 bits

clock: 66MHz

capabilities:

Power Management,

Message Signalled Interrupts,

HyperTransport,

bus mastering,

PCI capabilities listing,

ethernet,

Physical interface,

Media Independant Interface,

10MB/s,

10MB/s (full duplex),

100MB/s,

100MB/s (full duplex),

1GB/s (full duplex),

Auto-negotiation



configuration:

autonegotiation: on

broadcast: yes

driver: forcedeth

driverversion: 0.64

duplex: full

ip: 192.168.2.101

latency: 0

link: yes

maxlatency: 20

mingnt: 1

multicast: yes

port: MII

speed: 100MB/s

resources:

irq: 29

memory: f8e7c000-f8e7cfff

ioport: b880(size=8)

memory: f8e7e400-f8e7e4ff

memory: f8e7e000-f8e7e00f

PCI bridge /0/b

product: MCP78S [GeForce 8200] PCI Express Bridge [10DE:569]

vendor: nVidia Corporation [10DE]

bus info: pci@0000:00:0b.0

version: a1

width: 32 bits

clock: 33MHz

capabilities:

pci,

Power Management,

HyperTransport,

normal_decode,

bus mastering,

PCI capabilities listingP



resources:

ioport: d000(size=4096)

memory: f8f00000-f9ffffff

ioport: c6000000(size=167772160)

PCI bridge /0/10

product: MCP78S [GeForce 8200] PCI Express Bridge [10DE:778]

vendor: nVidia Corporation [10DE]

bus info: pci@0000:00:10.0    (4 Bridges (Bus..10.. 12..13....14)

version: a1

width: 32 bits

clock: 33MHz

capabilities:

pci,

Power Management,

Message Signalled Interrupts,

HyperTransport,

PCI Express,

normal_decode,

bus mastering,

PCI capabilities listing

configuration:

driver: pcieport

resources:

irq: 24

ioport: e000(size=4096)

memory: fa000000-febfffff

ioport: d0000000(size=268435456)

Host bridge /0/100

product: Family 10h [Opteron, Athlon64, Sempron] HyperTransport Configuration [1022:1200]

vendor: Advanced Micro Devices [AMD] [1022]

bus info: pci@0000:00:18.0

version: 00

width: 32 bits

mailto:pci@0000


clock: 33MHz

 (5 Bridges on Bus: pci@0000:00:18.0  1 2 3 4)
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